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WIL-RICH, LLC 
 

WARRANTY 
 
 
Wil-Rich’s products are warranted to the original non-commercial purchaser to be free from defects in material and 
workmanship for a minimum period of twelve (12) months from the original date of purchase. 
 
Additional Field Cultivator Warranty:  Wil-Rich warrants to the original purchaser of each new Wil-Rich Field Culti-
vator unit (Excel and QuadX), and Disk Field Cultivators that the product be free from defects in material and work-
manship for the period of three (3) years on the main frames and shank assemblies.  All other components are 
covered by the twelve (12) month warranty period. 
 
Commercial Use:  Warranty for commercial, rental or custom use of any Wil-Rich product is limited to 90 days, 
parts and labor. 
 
We warrant products sold by us to be in accordance with our published specifications or those specifications 
agreed to by us in writing at time of sale. Our obligation and liability under this warranty is expressly limited to re-
pairing, or replacing, at our option, within 12 months after date of retail delivery, any product not meeting the speci-
fications. We make no other warranty, express or implied and make no warranty of merchantability or of 
fitness for any particular purpose.  If requested by us, products or parts for which a warranty claim is made are 
to be returned transportation prepaid to our factory. Any improper use, operation beyond rated capacity, substitu-
tion of parts not approved by us, or any alteration or repair by others in such manner as in our judgment affects the 
product materially and adversely shall void this warranty. No employee or representative is authorized to 
change this warranty in any way or grant any other warranty. 
 
Wil-Rich reserves the right to make improvement changes on any of our products without notice. 
 
When warranty limited or not applicable: Warranty on hydraulic hoses, hydraulic cylinders, hubs, spindles, en-
gines, valves, pumps or other trade accessories are limited to the warranties made by the respective manufactures 
of these components. Rubber tires and tubes are warranted directly by the respective tire manufacturer only, and 
not by Wil-Rich. 
 
This warranty shall not be interpreted to render Wil-Rich liable for injury or damages of any kind or nature to per-
son or property.  This warranty does not include claims for, or extend to the loss or damage of crops, loss because 
of delay in seeding/planting or harvesting, or any expense or loss incurred for labor, substitute machinery, rental, 
and transportation expense or for any other reason. 
 
A Warranty Validation and Delivery Report Form must be filled out and received by Wil-Rich to initiate the 
warranty coverage. 
 

WARRANTY CLAIMS PROCEDURE 
 

1. The warranty form must be returned to Wil-Rich within thirty (30) working days from the repair date. 
 
2. Parts returned to Wil-Rich without authorization will be refused. The parts must be retained at the dealership for 
ninety (90) days after the claim has been filed. If the Service Department would like to inspect the parts, a packing 
slip will be mailed to the dealer. The packing slip must be returned with the parts. The parts must be returned pre-
paid within thirty (30) days of receiving authorization. After the parts are inspected and warranty is verified, credit 
for the return freight will be issued to the dealer. 
 
3. Parts that will be scrapped at the dealership will be inspected by a Wil-Rich Sales Representative, District Sales 
Manager or Service Representative within the ninety (90) day retaining period. 
 



3 FOLDING TOOLBAR ASSY/OPERATOR’S MANUAL 74283 9/12

CONTENTSGENERAL  INFORMATION .................................4,5 &6
TRANSPORT SAFETY ............................................. 7-11
DECAL  LOCATION ........................................... 12 &13
LUBRICATION ................................................... 14 &15
SIGN-OFF  FORM ........................................................ 16

ASSEMBLY
ASSEMBLY SEQUENCE .............................................. 17
MAIN AXLE & TRANSPORT PAD ............................. 18
TRACKS & TIRES ....................................................... 19
TELESCOPING TONGUE ............................................ 20
HYDRAULIC JACK ..................................................... 21
CENTER LIFT FRAME & MAIN HINGE ..................... 22
BRACE ARM HINGE .................................................... 23
WING WHEEL ............................................................. 24
TOOLBAR BEARING W/TILT CYLINDER 7 SQ ...... 25
TOOLBAR BEARING W/TILT CYLINDER 10 SQ .... 26
SECONDARY TOOLBAR-CENTER SECTION .......... 27
SECONDARY TOOLBAR-WING ............................... 28
THREE BANK SELECTOR VALVE 40 & 60FT .......... 29
HYDRAULICS 40 & 44FT CENTER MAIN LIFT ....... 30
HYDRAULICS 60 & 66FT CENTER MAIN LIFT ....... 31
HYDRAULICS 60 & 66FT TONGUE LATCH ............. 32
HYDRAULICS 60 & 66FT CENTER ........................... 33
HYDRAULICS 60 & 66FT LH WING 7SQ TUBE ....... 34
HYDRAULICS 60 & 66FT RH WING 7SQ TUBE ...... 35
HYDRAULICS 60FT LH WING 10 SQ TUBE ............. 36
HYDRAULICS 60FT RH WING 10 SQ TUBE............. 37
HOSE CLAMP ASSEMBLY ......................................... 38
HYDRAULICS 40 & 44FT TONGUE LATCH ............. 39
HYDRAULICS 40 & 44FT CENTER ........................... 40
HYDRAULICS 40 & 44FT LH WING ......................... 41
HYDRAULICS 40 & 44FT RH WING ......................... 42
HYDRAULIC INFORMATION ..................................... 43
ELECTRICAL COMPONENTS 40, 44, 60 & 66FT .... 44
75BU/750 GALLON TANK & CRADLE ..................... 45
PLATFORM 60FT BAR ............................................... 46
LADDER & CRADLE MOUNT .................................... 47
60FT TANK & PLATFORM ........................................ 48
40FT TANK & PLATFORM ........................................ 49
REAR HITCH ............................................................... 50
LEVELING TOOLBAR ...................................... 51 & 52
FOLDING SEQUENCE ................................... 53,54 &55
TRANSPORT PINS ..................................................... 56
ASSY INFO 24 ROW 30” SPACING 60FT 7SQ ........ 57
ASSEMBLY INFO 36 ROW 22” SPACING 66FT ...... 58
ASSEMBLY INFO 36 ROW 20” SPACING 60FT ...... 59
ASSEMBLY INFO 16 ROW 30” SPACING 40FT ...... 60
ASSEMBLY INFO 24 ROW 20” SPACING 40FT ...... 61
ASSEMBLY INFO 24 ROW 22” SPACING 44FT ...... 62
ASSY INFO 24 ROW 30” SPACING 60FT 10SQ ...... 63
LIGHT PLACEMENT ................................................... 64
LIGHT COMPONENTS ............................................... 65



FOLDING TOOLBAR ASSY/OPERATOR’S MANUAL 74283 9/12 4

ALL PERSONNEL INVOLVED WITH THE ASSEMBLY AND/OR OPERATION OF THIS
EQUIPMENT MUST BE INFORMED OF PROPER SAFETY PROCEDURES.  OPERATOR’S/
ASSEMBLY MANUALS PROVIDE THE NECESSARY INFORMATION.  IF THE MANUAL IS
LOST FOR A PARTICULAR IMPLEMENT, ORDER A REPLACEMENT AT ONCE.
OPERATOR’S AND ASSEMBLY MANUALS ARE AVAILABLE AT NO CHARGE UPON RE-
QUEST.

PERSONAL SAFETY IS IMPORTANT!

ADDRESS INQUIRIES TO: WIL-RICH PO BOX 1030
WAHPETON, ND 58074

PH (701) 642-2621    FAX (701) 642-3372

This Safety Alert symbol
means ATTENTION! BE-
COME ALERT YOUR
SAFETY IS INVOLVED!

The Safety Alert symbol iden-
tifies important safety mes-
sages on the Wil-Rich Folding
Toolbar and in this manual.
When you see this symbol, be
alert to the possibility of per-
sonal injury or death.  Follow
the instructions in the safety
message.

Why is SAFETY important to you?

3 Big Reasons Accidents Disable and Kill
Accidents Cost
Accidents Can Be Avoided

SIGNAL WORDS:

Note the use of the signal
words DANGER, WARNING
and CAUTION with the safety
messages.  The appropriate
signal word for each message
has been selected using the
following guidelines:

DANGER

An immediate and spe-
cific hazard which WILL
result in severe personal
injury or death if the
proper precautions are
not taken.

WARNING

A specific hazard or un-
safe practice which
COULD result in severe
personal injury or death
if the proper precautions
are not taken

CAUTION

Unsafe practices which
COULD result in per-
sonal injury if proper
practices are not taken,
or as a reminder of good
safety practices.
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TO THE OWNER

THIS SYMBOL USED TO CALL YOUR
ATTENTION TO INSTRUCTIONS
CONCERNING YOUR PERSONAL SAFETY.
BE SURE TO OBSERVE AND FOLLOW THESE
INSTRUCTIONS

It is the responsibility of the user to read the
Operator's Manual and comply with the safe
and correct operating procedures as pertains
to the operation, lubrication and maintenance
of the product according to the information out-
lined in the Operator's Manual.

If this machine is used by an employee or is
loaned or rented, make certain that the
operator(s), prior to operating, is instructed in
safe and proper use and reviews and under-
stands the Operator's Manual.

The user is responsible for inspecting his/her
machine and for having parts repaired or re-
placed when continued use of this product
would cause damage or excessive wear to the
other parts. The word NOTE is used to con-
vey information that is out of context with the
manual text; special information such as speci-
fications, techniques, reference information of
supplementary nature.

SERIAL NUMBER
Every implement has a serial number located
on the forward left corner of the main frame.
These serial numbers are consecutively as-
signed to the implements as they are manu-
factured.  To aid in part ordering, we reference
the serial number at the point the change oc-
curred to provide an accurate means of deter-
mining the proper parts. See page 12 for lo-
cation.

When in need of parts, always specifiy the
model and serial number. Write this number in
the space provided.

MODIFICATIONS
It is the policy of WIL-RICH to improve its prod-
ucts whenever possible and practical to do so.
We reserve the right to make changes, im-
provements and modifications at any time with-
out incurring obligation to make such changes,
improvements on any equipment sold previ-
ously.

PREPARATION
Before operating the WIL-RICH Folding
toolbar, a careful inspection must become rou-
tine.  A check must be made to ensure that all
hardware and fasteners are securely tightened
and moving parts properly lubricated.

Remove all wires and/or banding material. The
parts have been conveniently arranged on the
pallet for ease of assembly.

NOTE: Always wear safety glasses or goggles
and be careful when cutting wires and steel
bands as they are under tension and will spring
back when cut.

Wherever the terms "left" and "right" are used,
it must be understood to mean from a position
behind and facing the machine.

Lubricate all bearings and moving parts as you
proceed and make sure they work freely.

FASTENERS
Loosely install all bolts connecting mating parts
before final tightening.



FOLDING TOOLBAR ASSY/OPERATOR’S MANUAL 74283 9/12 6

GENERAL INFORMATION

GRADE 2 GRADE 5 GRADE 8

TORQUE IN FOOT POUNDS

BOLT DIA 3/8 1/2 5/8 3/4 7/8 1

HEX HEAD 9/16 3/4 15/16 1-1/8 1-5/16 1-1/2

UNC GR2 18 45 89 160 252 320

UNC GR5 30 68 140 240 360 544

UNC GR8 40 100 196 340 528 792

UNF GR2 21 51 102 178 272 368

UNF GR5 32 70 168 264 392 572

UNF GR8 48 112 216 368 792 840

TORQUE.EPS

WHEEL BOLTS
It is recommended that all wheel bolts be
checked for tightness before using and again
after one day of use.  Check periodically to be
sure the wheel bolts are tight.

LUBRICATION
Make sure the Folding Toolbar is properly lu-
bricated. See page 14 & 15

HYDRAULICS
Check wing lift and depth control cylinders for
proper alignment and operation.  On any ma-
chine, check that the hydraulic system has
been properly charged and purged.

When tightening bolts, they must be torqued
to the proper number of foot-pounds as indi-
cated in the table unless specified.  It is impor-
tant that all bolts be kept tight.

On new machines, all nuts and bolts must be
rechecked after a few hours of operation.

When replacing a bolt, use only a bolt of the
same grade or higher. Except in shear bolt ap-
plications, where you must use the same grade
bolt.

Bolts with no markings are grade 2

Grade 5 bolts furnished with the machine are
identified by three radial lines on the head.

Grade 8 bolts furnished with the machine are
identified by six radial lines on the head.

All U-bolts are grade 5.

TIRE INFLATION
The use of proper air pressure is the most im-
portant factor in satisfactory performance and
maintenance of implement tire.  Underinflation
will damage the cord body of the tire and cause
a series of diagonal breaks in the fabric
sidewall area.

If the tire buckles or wrinkles, the air pressure
must be increased to the point where the
sidwall remains smooth while operating.

Check the air pressure every two or three
weeks and do not allow the pressure to drop
to a point where buckling or wrinkling of the
tire may be possible.

Note:  Do not inflate tires beyond the
specified tire pressure.

TO AVOID INJURY OR MACHINE DAMAGE:

BEFORE OPERATING; Study Operators Manual, safety messages and safe 
operating procedures, read safety signs on this machine.

Transport on public roads - Observe Federal, State and Local regulations; 
display SMV emblem: Attach proper strength implement safety chain; and limit 
maximum speed to 20mph (32km/h).

Lower or block all elevated components before servicing or leveling this 
machine.

24227

WARNING
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TRACTOR REQUIREMENTS
TRANSPORTING
A SMV (Slow Moving Vehicle) emblem must
be used at all times while traveling on public
roads.

The wings on the Folding Toolbar must be tilted
up 90 ° and folded forward, next wings must
be lowered on the transport pads and the wing
wheels pulled up off the ground when traveling
on public roads.  Never depend on your
tractor’s hydraulic system to carry the weight
while transporting.

Note:  Use extreme caution when
working around overhead power
transmission lines.

Reduce speed when cornering and when trav-
eling over rough and/or uneven ground.  Drive
at a reasonable speed to maintain complete
control of the machine at all times.

Comply with your state and local laws govern-
ing highway safety when moving machinery on
a highway.

BEARING ASSEMBLIES
 IMPORTANT:  The spindle nuts on
the wheel assemblies are preset at
the factory.
Road transport and field working will seat the
bearings and will require additional adjust-
ment.  After 20 hours of machine operation
remove the grease cap and check the bear-
ing tightness.

Remove the cotter pin and rotate the tire while
tightening the spindle nut.  Tighten until the drag
on the tire stops the rotation.  Locate the cot-
ter pin hole in the spindle and loosen the
spindle nut just enough to allow insertion of the
cotter pin.  Replace cotter pin and grease cap.

Horsepower requirements will vary depending
on the attachment that is bolted to the WIL-
RICH Folding Toolbar.  Two remote cylinder
outlets and controls are required.

WHEELS AND TIRES
Dual tractor rear wheels are recommended for
use with the Folding Toolbar.  See your trac-
tors operator’s manual for tire inflation and in-
structions for wheel ballast where required.

METERING VALVES
The metering valve may be set to provide vary-
ing amounts of hydraulic oil flow to the cylin-
ders (see your tractor operator’s manual.)

It is recommended the wing fold cylinders run
as slow as possible to prevent damage to the
implement, persons and property.  Turn wing
fold hydraulics metering values to slow posi-
tion.

FRONT BALLAST
Tractor front end stability is necessary for safe
and efficient operation.  Therefore, it is impor-
tant that the proper amount of weight be in-
stalled on the front of the tractor as recom-
mended in your tractor operator’s manual.

Note:  Ballast recommendations
provide for adequate transport sta-
bility at recommended speeds.
Additional front ballast may be re-
quired for satisfactory field opera-
tion due to sudden or extreme
forces on the Folding Toolbar.
These forces may occur when re-
moving the Folding Toolbar from
the ground and turning at rows
end, or during field transport over
very rough ground.

!

!
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SAFETY
An untrained operator exposes themselves
and bystanders to possible serious injury or
death.

Do not modify the equipment in any way.  Un-
authorized modifications may impair the func-
tion and/or safety and could affect the life of
the equipment.

Think SAFETY! Work SAFELY!

GENERAL SAFETY BEFORE
OPERATING
Read and understand the operator's manual
and all safety signs before operating, maintain-
ing or adjusting the Folding Toolbar.

Review safety related items with all operators
annually.

Use extreme care when making adjustments.

When working under or around the machine,
always lower the Folding Toolbar to the ground.

After sevicing, install and properly secure all
shields and guards before operating.  Remove
all tools, parts, and sevice equipment from the
machine.

Have a first-aid kit available for use should the
need arise and know how to use it.

Have a fire extinguisher available for use
should the need arise and know how to use it.

Clear the area of people and remove foreign
objects from the machine before starting and
operating.

Always wear relatively tight and belted cloth-
ing to avoid entanglement in moving parts.
Wear sturdy, rough-soled work shoes and pro-
tective equipment for eyes, hair, hands, and
head.  Wear suitable ear protection for pro-
longed exposure to excessive noise.

INFORMATION
YOU are responsible for SAFE operation and
maintenance of your Wil-Rich  Folding Toolbar.
YOU must ensure that anyone who is going to
operate, maintain or work around the Folding
Toolbar be familiar with the operating and
maintenance procedures and related safety in-
formation contained in this manual.  This
manual will take you step by step through your
working day, alerts you to all good safety prac-
tices that should be adhered to while operat-
ing this equipment.

Remember, YOU are the key to safety.  Good
safety practices not only protect you but also
the people around you.  Make these practices
a working part of your safety program.  Be cer-
tain that EVERYONE operating this equipment
is familiar with the recommended operating
and maintenance procedures and follows all
safety precautions.  Most accidents can be
prevented.  Do not risk injury or death by ig-
noring good safety practices.

Folding Toolbar owners must give operating
instructions to operators and employees be-
fore allowing them to operate the Folding
Toolbar, and at least annually thereafter per
OSHA regulation 1928.57.

The most important safety device on this equip-
ment is a safe operator. It is the operator's re-
sponsibility to read and understand ALL Safety
and Operating instructions in the manual and
to follow them.  All accidents can be avoided.

A person who has not read and understood all
operating and safety instructions is not quali-
fied to operate the machine.

!
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Do not attempt any makeshift repairs to the
hydraulic lines, fittings or hoses by using tape,
clamps or cements.  The hydraulic system op-
erates under extremely high-pressure.  Such
repairs will fail suddenly and create a hazard-
ous and unsafe condition.

Wear proper hand and eye protection when
searching for high pressure leaks.  Use a piece
of cardboard as a backstop instead of hands
to isolate and identify a leak.

If injured by a concentrated high-pressure
stream of hydraulic fluid, seek medical atten-
tion immediately.  Serious infection or toxic
reaction can develop from hydraulic fluid pierc-
ing the skin surface.

STORAGE SAFETY
Store unit in an area away from human activity.

Do not permit children to play around the
stored unit.

Store in a dry, level area.  Support the base
with planks if required.

WHEN NOT USING THE FOLDING
TOOLBAR ALWAYS INSERT SAFETY PINS
AS SHOWN ON PAGE 56.

TIRE SAFETY
Failure to follow proper procedures when
mounting a tire on a wheel or rim can produce
an explosion which may result in serious injury
or death.

Do not attempt to mount a tire unless you have
the proper equipment and experience to do
the job.

Have a qualified tire dealer or repair service
perform required tire maintenance.

Stop tractor engine, place all controls in neu-
tral, set park brake, remove ignition key and
wait for all moving parts to stop before servic-
ing, adjusting, repairing or unplugging.  Do not
attempt to remove any obstruction while ma-
chine is in motion.

HYDRAULIC SAFETY
Always place all tractor hydraulic controls in
neutral before dismounting.

Make sure that all components in the hydraulic
system are kept in good condition and are
clean.

Relieve pressure before working on hydraulic
system.

Replace any worn, cut, abraded, flattened or
crimped hoses and metal lines.

Before applying pressure to the system, make
sure all components are tight and that lines,
hoses and couplings are not damaged.

WARNING

HIGH PRESSURE FLUID HAZARD
To prevent serious injury or death:

Relieve pressure on system before 
repairing or adjusting or disconnecting.

Wear proper hand and eye protection 
when searching for leaks. Use wood or 
cardboard instead of hands.

Keep all components in good repair.
60711
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SMV
The SMV emblem is to be secured as near to
the rear and centered, or as near to the left
center of the implement as possible.

The bracket provided is designed to mount to
numerous frame sizes and can be orientated
in numerous positions to avoid interference
with implement componenets.

Emblem is to be 2 to 6 feet above the ground
measured from the bottom edge of the em-
blem.

Keep safety decals clean.  Replace any safety
decals that are damaged, destroyed, missing,
painted over or can no longer be read.  Re-
placement safety decals are available through
your dealer.

TRANSPORT SAFETY
Read and understand ALL the information in
the Operator's Manual regarding procedures
and SAFETY when moving the Folding Toolbar
in the field, yard or on the road.

Check with local authorities regarding trans-
portation on public roads.  Obey all applicable
laws and regulations.

Always travel at a safe speed.  Reduce speed
and use caution when making corners or meet-
ing traffic.

Make sure SMV (Slow Moving Vehicle) em-
blem and all lights and reflectors that are re-
quired by the local highway and transport au-
thorities are in place, are clean and can be
seen clearly by all overtaking and oncoming
traffic

Use a drawbar pin with provisions for a me-
chanical retainer.

Attach a safety chain before moving (see safety
chain information.)

Keep to the right and yield the right-of-way to
allow faster traffic to pass.  Drive on the road
shoulder, if permitted by law.

Always use hazard warning flashers on tractor
when transporting unless prohibited by law.

Do not allow riders.

3/16NCx5/8 BOLT

SMV EMBLEM

SMV MOUNTING
BRACKET

NYLON TIE
WRAP

DETACH TRACTOR IN THE
TRANSPORT POSITION
ONLY

DO NOT TRANSPORT WITH TANKS FILLED - TANKS
MUST BE EMPTY DURING TRANPORT

BEFORE ROAD TRANSPORT
INSERT SAFETY PINS AS
SHOWN ON PAGE 56

MAXIMUM TRANSPORT
SPEED 15MPH
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SAFETY DECALS
Safety decals appear at various locations on
your machine.  These decals are provided for
your safety, your family’s safety and your
employee’s safety.  Replace any decal that
becomes worn, damaged, painted over or dif-
ficult to read.

Keep safety decals and signs clean and leg-
ible at all times.

Replace safety decals and signs that are miss-
ing or have become illegible.

Replaced parts that displayed a safety sign
should also display the current sign.

Safety decals or signs are available from your
dealer parts department.

How to install Safety Decals:
Be sure that the installation area is clean and
dry.

Decide on the exact position before you re-
move the backing paper.

Remove the smallest portion of the split back-
ing paper.

Align the decal over the specified area and
carefully press the small portion with the ex-
posed sticky backing in place.

Slowly peel back the remaining paper and
carefully smooth the remaining portion of the
decal in place.

Small air pockets can be pierced with a pin
and smoothed out using the piece of decal
backing paper.

SAFETY CHAINS
The purpose of the safety chain is to provide
an auxiliary attaching system to retain the con-
nection between towing and towed machine
in the event of separation of the primary attach-
ing system.

The safety chain should be hooked long enough
to permit full turns.  Unnecessary slack should
be taken up.

The intermediate support is to be used if there
is more than 6” of unsupported chain on either
side of the primary attaching point.

The intermediate support must not be mounted
more than 6” from the primary attaching point
(see illustration above.)

SAFETY CHAIN

CLEVIS END TO
TRACTOR

SAFETY CHAIN
MOUNT

PRIMARY ATTACH-
ING POINT

INTERMEDIATE
SUPPORT
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Refer to Operator's Manual for safety instructions.
Do not stand or climb on machine when operating.
Use clean hazard flashers and SMV sign when 
transporting.
Observe highway traffic regulations.

TO AVOID INJURY AND/OR MACHINE DAMAGE:

CAUTION

23325

TO AVOID INJURY OR MACHINE DAMAGE:

BEFORE OPERATING; Study Operators Manual, safety messages and safe 
operating procedures, read safety signs on this machine.

Transport on public roads - Observe Federal, State and Local regulations; 
display SMV emblem: Attach proper strength implement safety chain; and limit 
maximum speed to 20mph (32km/h).

Lower or block all elevated components before servicing or leveling this 
machine.

24227

WARNING DANGER
CRUSHING HAZARD

To prevent serious injury or death:

Do not stand between implement 
and moving tractor.

Stop tractor engine and set park 
brake before installing pins.

22372 AMBER
REFLECTOR

222802 CRUSHING DECAL

24227 WARNING DECAL-OPERATING

WARNING

HIGH PRESSURE FLUID HAZARD
To prevent serious injury or death:

Relieve pressure on system before 
repairing or adjusting or disconnecting.

Wear proper hand and eye protection 
when searching for leaks. Use wood or 
cardboard instead of hands.

Keep all components in good repair.
60711

60711 HIGH PRESSURE
FLUID HAZARD

23325 CAUTION DECAL - READ

65342 WIL-RICH DECAL

65342 WIL-RICH DECAL
22372 AMBER
REFLECTOR

22372 AMBER
REFLECTOR

SERIAL NUMBER
LOCATION

ALL DECALS FACING
REAR ON THE WINGS
ARE PLACED ON THE
MAIN BAR

243812 10K DECAL

243812 10K DECAL

243812 10K DECAL
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WARNING

HIGH PRESSURE FLUID HAZARD
To prevent serious injury or death:

Relieve pressure on system before 
repairing or adjusting or disconnecting.

Wear proper hand and eye protection 
when searching for leaks. Use wood or 
cardboard instead of hands.

Keep all components in good repair.
60711

SAFETY DECAL PLACEMENT

41345 SMV KIT

241426 CLEARANCE LIGHT PACKAGE

60711 HIGH PRESSURE
FLUID HAZARD

65342 WIL-RICH DECAL

ALL DECALS FACING REAR ON THE
WINGS ARE PLACED ON THE MAIN BAR

22372 AMBER
REFLECTOR

22372 AMBER
REFLECTOR

65342 WIL-RICH DECAL

22372 AMBER
REFLECTOR

WIL-RICH

FOLDING

TOOLBAR

ASSEMBLY/OPERATORS
MANUAL

74283 ASSY/OPERATORS
MANUAL

243812 10K DECAL
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40 HRS

SWIVEL HITCH

10 HRS

TOOLBAR BEARING
(TILT)

10 HRS

LOWER LIFT ARM
HINGE POINTS

10 HRS

UPPER LINK
ARM ENDS
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LUBRICATION

10 HRS

MAIN LIFT CYLINDER
ENDS

LUBRICATION
Make sure the 10K FOLDING TOOLBAR is prop-
erly lubricated.    It is recommended to use Wil-Rich
460ep TiIlage Lubricant in your 10K FOLDING
TOOLBAR.  It is specifically designed for the loads
and condidtions encountered in heavy tilage.

40 HRS

FRONT & REAR
HINGE

10 HRS

WING LIFT
CYLINDER ENDS

40 HRS

TILT CYLINDER
ENDS

40 HRS

MAIN HINGE &
WING PIVOT

40 HRS

WING FOLD CYLINDER
ENDS
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SIGN-OFF FORM

DATE EMPLOYEE’S SIGNATURE EMPLOYER’S SIGNATURE

Make periodic reviews of SAFETY and OP-
ERATION a standard practice for all your
equipment. We feel that an untrained operator
is unqualified to operate this machine.

A sign-off sheet is provided for all personnel
who will be working with equipment have read
and understood the information in the opera-
tors manual and have been instructed in the
operation of the equipment.

WIL-RICH follows the general standard speci-
fied by the American Society of Agricultural En-
gineers (ASAE) and the Occupational Safety
and Health Administration (OSHA).  Anyone
who will be operating and/or maintaining the
Folding Toolbar must read and understand ALL
Safety, Operation, and Maintenance informa-
tion presented in this manual.

Do not operate or allow anyone else to oper-
ate this equipment until such information is re-
viewed.  Annually review this information be-
fore the season start-up.
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ASSEMBLY SEQUENCE

1.) MAINFRAME & AXLE
2.) LH & RH TRACK ASSEMBLIES INTO MAIN AXLE (TREAD RUNS

BACKWARDS)
3.) SLIDE TONGUE INTO MAINFRAME
4.) ASSEMBLE FRONT END COMPONENTS
            A.) HYD JACK
            B.) TONGUE LATCH
            C.) SWIVEL HITCH
            D.) PARTS BOOK TUBE
            E.) SAFETY CHAIN
5.) LOWER LIFT ARM
6.) MAIN LIFT CYLINDERS & FLOATING LINK (CENTER SECTION)
7.) CENTER SECTION & TOP LINK ARMS
8.) MAIN HINGES & FOLD CYLINDERS
9.) LH & RH WING TUBES
10.) TOWERS & BEARING ASSEMBLIES (TILTING MECHANISM)
11.) WING WHEEL ASSEMBLIES (TREAD RUNS BACKWARDS)
12.) BRACE ARMS
13.) HYDRAULIC HOSES
14.) LIGHTS, SMV & DECALS
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AXLE & TRANSPORT PAD

1”NC X 2-1/2” GR5 HEX
BOLT (88393)

1” LOCK
WASHER (88617)

1”NC x 4” GR5
BOLT (88398)

700180

1” NC HEX
NUT (88125)

MAIN AXLE 132” CENTERS-44FT
(242120)

TRANSPORT SADDLE
(241228)

MAINFRAME
60FT(241100)
40FT(243111)

MAIN AXLE 120” CENTERS-40FT
(241142)

MAIN AXLE 120” CENTERS-60 &
66FT (243161)

REAR AXLE MOUNTING
POSITION FOR 40FT &
44FT UNITS

FRONT AXLE MOUNTING
POSITION FOR 60FT &
66FT UNITS

MAIN AXLE 120” CENTERS-40FT
SINGLE TIRE (243186)

40FT & 44FT UNITS HAVE
TWO MOUNTING LOCA-
TIONS FOR THE TRANS-
PORT SADDLES. USE THE
REAR LOCATION FOR 20”
& 30” ROW SPACING.
FRONT LOCATION IS USED
FOR 22” ROW SPACING.

TRANSPORT SADDLE
USED ON 10” SQ TOOLBARS
(242184)



19 FOLDING TOOLBAR ASSY/OPERATOR’S MANUAL 74283 9/12

TRACKS & TIRES

700204

3/4” NC
HEX NUT
(88110)

3/4” LOCK
WASHER
(88130)

3/4”NC X 6”
GR8 HEX
BOLT

MAIN AXLE 120”
CENTERS-40FT
(241142)

MAIN AXLE 120”
CENTERS-60 & 66FT
(243161)

3/4”NC X 7”
GR8 HEX
BOLT (89409)

24” X 47” RUBBER
TRACK SYSTEM
(241311)
16-1/2” x 47”
RUBBER TRACK
SYSTEM (241312)

NYLON
BUSHING

3-1/2” DIA
AXLE PIN

3/4”NC X 5-1/2”
GR8 HEX
BOLT

LOCK COLLAR

LOCK COLLAR

LOCK NUT

NYLON
BUSHING

4” DIA  AXLE
PIN

3/4”NC X 7”
GR8 HEX
BOLT (89409)

30” X 67” RUBBER
TRACK SYSTEM
(244160)

MAIN AXLE 120”
CENTERS-40FT
SINGLE TIRES
(243186)

5/8”NC X 7”
GR5 HEX
BOLT (88383)

3” HUB &
SPINDLE (58309)

TIRE ASSY 16.5 X
22.5 (237514)

5/8” LOCK
WASHER
(88129)

5/8” NC
HEX NUT
(88126)

MOUNT TRACKS WITH
TREAD RUNNING BACK-
WARDS-OPPOSITE OF
SHOWN

EACH TRACK ASSEMBLY
MUST BE ALIGNED. REFER TO
FLEXHAUL TRACK OPERA-
TORS MANUAL FOR FRONT
TO REAR TOE DIMENSION

MAXIMUM TRANSPORT
SPEED 15MPH
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TELESCOPING TONGUE

700184

40K
SAFETY
CHAIN
(238225)

HYDRAULIC JACK
SEE PAGE 21

2”NC X 15”
GR8 HEX
BOLT
(89444)

5/8”NCX4”X5-1/2”
U-BOLT (45633)

1”NC X 7”
GR8 HEX
BOLT
(88687)

5/16”NC X 1-1/4”
GR5 ELEV BOLT
(89133)

1” NC TOP
LOCK NUT
(88658)

5/8” LOCK
WASHER
(88129)

5/8” NC
HEX NUT
(88126)

5/16” NC
HEX NUT
(88127)

5/16” LOCK
WASHER
(88358)

8” X 10” PLASTIC
SLIDE (241103)

TELESCOPING
TONGUE
(241220) 60FT
(243112) 40FT

9/16”NC X
1” GR8
BOLT
(89449)

MOUNT STORAGE TUBE
(234313)BETWEEN PLATES
USING 1/4”NC X 1” GR5
BOLTS(88203)

MAIN
HITCH PIN
(241310)

10” X 10”
PLASTIC
SLIDE
(241102)

5/16”NC X 1-1/4”
GR5 ELEV BOLT
(89133)

MAINFRAME
(241100) 60FT
(243111) 40FT

PIN 1-1/4”DIA
X 6-3/8”
(241219)

TONGUE
LATCH
(241163)

ROLL PIN 1/4”
X 2-1/4” (42484)

2-1/2” X 5” HYD
CYLINDER (B112426)
PORTS FACE RH

PIN 1” DIA X 5-1/8”
(221344)

PIN 1” DIA X 4”
(221714)

STEP ONE-bolt platic to main frame.

STEP TWO-slide telescoping tongue into
mainframe.

STEP THREE-bolt plastic to telescoping
tongue using the large holes at the rear of the
main frame.

WING BRACE
(241281) 60FT
(243115) 40FT2” NC HEX

NUT/W
HOLE
(W1506-9-16)

CAT IV-SWIVEL
HITCH (241305)
CAT V-SWIVEL
HITCH(243805)
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HYDRAULIC JACK

ELB 6MJ x 6ORB
(61239)

JACK TUBE
(239728)

QUICK COUPLER
(60640)

HEADLESS PIN
(221714)

ROLL PIN 1/4x 2-1/4
(42484)

HSE 3KPSI 1/4” x 120” 6FJX
(238617)

JACK LEG
(239727)

ADP 6MJ x 8MPT
(58690)

700127

HITCH PIN
(23011)

CLICK PIN
(32990)

WARNING

JACK MUST BE PINNED IN THE UPPER OR
LOWER POSITION AT ALL TIMES.  IT SHOULD
ONLY BE UNPINNED WHEN USING THE JACK
FOR  ATTACHING TO A TRACTOR OR SERIOUS
INJURY OR DEATH MAY RESULT.

CYL HYD 3”X24”
(51241F)

SEAL KIT (233729)



FOLDING TOOLBAR ASSY/OPERATOR’S MANUAL 74283 9/12 22

700179

CENTER LIFT FRAME & MAIN HINGE

 4-1/2” X 12”
MAIN LIFT
CYLINDER
(241338)

CENTER LIFT
FRAME (241171)

5/8”NC X 2”GR5
HEX BOLT
(88294)

UPPER LINK
ARM-INNER
(245293)

LOWER LIFT
ARM (241170)

MAINFRAME
(241100) 60FT
(243111) 40FT

5” X 30” WING FOLD
HYD CYLINDER
(352523)
SEAL KIT (242257)

1/4” X 2-1/4”
ROLL PIN
(42484)

3 BANK SELECTOR
VALVE ASSEMBLY
(SEE PAGE 29)

PIN 1-1/2”DIA
X 9-3/16”
(241323)

WING-LH

MAIN HINGE-
LH (241282)
RH (241283)

PIN 1-1/2”DIA X
6-1/4” (241186)

5/8”NC X 3”
GR5 HEX
BOLT (88408)

PIN 2-3/4” DIA X
28-1/4” (241188)

PIN 2-3/4” DIA
X 19-3/4”
(241187)PIN 2”DIA

X 8-3/4”
(241182) HYD CYLINDER

FREE LINK 12”
(241433)40FT
(243597)60FT

5/8”NC X 2-1/2”GR5
HEX BOLT (88409)

5/8”NC X 3”
GR5 HEX
BOLT
(88408)

PIN 2”DIA
X 8-3/4”
(241182)

PORTS FACING OUT
AWAY FROM
CENTER
SEAL KIT(242254)

UPPER LINK
ARM-OUTTER
(245294)

PIN 1-1/4”DIA X 7-3/4”
(241176)40FT
PIN 1-1/4”DIAX14-1/2”
(243803)60FT

PIN 1-1/4”DIA X 7-3/4”
(241176)40FT
PIN 1-1/4”DIAX14-1/2”
(243803)60FT

 3-1/2” X 12” MAIN
LIFT CYLINDER
(243810)NOT
USED ON 40FT
BARS

PORTS FACING IN
TOWARDS CENTER
SEAL KIT(242256) ASSEMBLE HYDRAULIC FITTINGS INTO

CYLINDERS BEFORE MOUNTING

PIN 2”DIA X 8-3/4”
(241182)

1-1/2” DIA 3PT
PIN (245297)

UPPER LINK ARMS
SHOULD MEASURE
30.00”
PIN CENTER TO PIN
CENTER



23 FOLDING TOOLBAR ASSY/OPERATOR’S MANUAL 74283 9/12

BRACE ARM HINGE

700181

1”NC X 3-1/2”
GR5 HEX
BOLT (88447)

WING-LH 60 & 66FT (SHOWN-241284)
WING-RH 60 & 66FT (241285)
WING-LH 44FT (243136)
WING-RH 44FT (243137)
WING-LH 40FT (243117)
WING-RH 40FT (243118)

PIN 2”DIA X 8-3/4”
7 SQ(241182)
PIN 2”DIA X 11-3/4”
10 SQ(247573)

5/8” NC
HEX NUT
(88126)

5/8” LOCK
WASHER
(88129)

5/8”NC X 2”GR5 HEX
BOLT (88294)

5/8”NC X 2”GR5
HEX BOLT
(88294)

PIN 2”DIA
X 6-3/4”
(241327)

WING BRACE
(241281) 60FT
(243115) 40FT

REAR HINGE
(241279)

SPACER PLATE
(241265)

FRONT HINGE
(241280)

1” NC HEX
NUT
(88125)

1” LOCK
WASHER
(88617)

Spacer plates are used to straighten wings
from front to back (parallel with center section.)

WING BRACE 10SQ
WING (247537)
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WING WHEEL

700181

5/8”NC X 2”
GR5 HEX
BOLT (88294)

WING-LH

PIN 1-1/4”DIA
X 11-3/4”
(241325)

5/8” NC
HEX NUT
(88126)

5/8” LOCK
WASHER
(88129)

TIRE ASSY (RH
SHOWN) 16.5 X 12
(241321-RH)
(241331-LH)
INFLATE TIRE TO
50 PSI

2-1/2” HUB &
SPINDLE
(16154)

4” X 12” SEQ HYD
CYLINDER (241339)
PORTS FACE REAR,
ROD END GREASE
ZERK FACES FRONT

PIN 2” DIA X 12-3/4”
(241329)

WING WHEEL LEG
30” ROW SPACING
(241286)
22” ROW SPACING
(243120)
20” ROW SPACING
(244738)

PIN 1-1/4” DIA X 7-3/4”
(241176)

5/8”NC X 4”
GR5 HEX
BOLT (88298)

5/8” NC
CENTERLOCK
HEX NUT
(88369)

5/8”NC X 2-1/2”
GR5 HEX BOLT
(88409)

3/4” NC
HEX NUT
(88110)

3/4” LOCK
WASHER
(88130)

BACK PLATE
7 SQ (242178)
10 SQ(351385)

WING WHEEL MOUNT
7 SQ (242171)
10 SQ(351383)

3/4”NC X 9”
GR5 HEX
BOLT (88402)

SEAL KIT(242255)
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BEARING W/TILT CYLINDER 7SQ

700182

4” X 12” HYD
CYLINDER (241457)
PORTS FACE
FRONT, ROD END
GREASE ZERK
FACES REAR

TOOLBAR BEARING-
FRONT (241222)

3/4”NC X 9”
GR5 HEX
BOLT (88402)

PIN 1-1/4”DIA X
4-7/8” (222689)

3/4” NC
HEX NUT
(88110)

3/4” LOCK
WASHER
(88130)

PIN 1-1/4”
DIA X 8-1/8”
(241184)

1”NF X 2-1/2”
GR8 HEX BOLT
(88394)

TOOLBAR BEARING-
LOWER (242121)

ROLL PIN 1/4”
X 1-1/2” (88415)

LOCK
LINK-RH
(241175)

LOCK
LINK-LH
(241174)

TOOLBAR BEAR-
ING-REAR (241224)
HOLE IN SIDE
PLATE MUST
BE DOWN AS
SHOWN

TOOLBAR BEARING-
UPPER (241225)

WING-LH 60 & 66FT (SHOWN-241284)
WING-RH 60 & 66FT (241285)
WING-LH 44FT (243136)
WING-RH 44FT (243137)
WING-LH 40FT (243117)
WING-RH 40FT (243118)

SEAL KIT(242258)

1” NF NYLON
LOCK NUT
(89048)

1/4” X 2-1/4”
ROLL PIN
(42484)
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BEARING W/TILT CYLINDER 10SQ

700295

4” X 14” HYD
CYLINDER (247349)
ROD END GREASE
ZERK FACES REAR

WING-LH 60FT (247306)
WING-RH 60FT (247307)

SEAL KIT(242258)
SEE PAGE 36&37
FOR PORT DIREC-
TION.

1/4” X 2-1/4”
ROLL PIN
(42484)

PIN 1-1/4”DIA X
6-1/8” (247563)

ROLL PIN 1/4”
X 1-1/2” (88415) LOCK

LINK-RH
(247524)

LOCK
LINK-LH
(247525)

TOOLBAR BEAR-
ING-REAR (247514)
HOLE IN SIDE
PLATE MUST
BE DOWN AS
SHOWN

TOOLBAR BEARING-
UPPER (247519)

1-1/4” NF GR8
LOCK NUT
(89472)

3/4”NC X 12”
GR5 HEX
BOLT (88871)

3/4” NC
LOCK NUT
(88356)

TOOLBAR BEARING-
LOWER (247522)TOOLBAR BEARING-

FRONT (247516)

PIN 1-1/4”
DIA X 8-1/8”
(241184)

1-1/4”NF X 2-1/2”
GR8 HEX BOLT
(89471) 1-1/4”NF X 6”

GR8 HEX BOLT
(89470)

BUSHING
(247530)
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SECONDARY TOOLBAR-CENTER

700185

1”NCX7”X9-1/2”
U-BOLT (241344)

1” NC LOCK NUT
(88348)

CENTER TOOLBAR
(241196) 40 & 60FT
(243134) 44 & 66FT

(351368) 60FT WITH
10SQ WINGS

CENTER LIFT
FRAME (241171)

CLICK PIN 1/4”
X 1-1/4” (23013)

PIN 1” DIA X 5-11/16”
(242129)
PIN 1” DIA X 6-3/16”
(247565) 10 SQ WINGS

MOUTING BRACKET-
SECONDARY
TOOLBAR FEMALE
(241356)

(247561) USED WITH
10SQ WINGS

MOUNTING
BRACKET-TOOLBAR
CENTER MALE
(242123)
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SECONDARY TOOLBAR-WING

700183

1”NCX7”X9-1/2”
U-BOLT (241344)

1” NC LOCK NUT
(88348)

BEARING ASSEMBLY
W/CYLINDER

WING TOOLBAR
(243119) 40FT
(243134) 44FT
(241197) 60FT
(243141) 66FT
(351382) 60FT W/10SQ

CLICK PIN 1/4” X
1-1/4” (23013)

WING-LH 60 & 66FT (SHOWN-241284)
WING-RH 60 & 66FT (241285)
WING-LH 44FT (243136)
WING-RH 44FT (243137)
WING-LH 40FT (243117)
WING-RH 40FT (243118)

TOOLBAR BEARING-
LOWER (242121) PIN 1” DIA X 5-11/16”

(242129)
PIN 1” DIA X 6-3/16”
(247565) 10 SQ WINGS

MOUTING BRACKET-
SECONDARY
TOOLBAR FEMALE
(241356)

(247561) USED WITH
10SQ WINGS
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THREE BANK SELECTOR VALVE 40 & 60FT

700239

ADP 8MORB X
8MJ (24024)

ELB 8MJ X 8MJ
(40215)

THREE BANK
SELECTOR VALVE
(244931)

3/8”NCX7”X8-1/4”
U-BOLT (89277)

ADP 8MORB X
8FJX (24004)

MOUNTING
PLATE-SELECTOR
VALVE (245260)

3/8” HEX NUT
(88103)

3/8” LOCK
WASHER
(88362)

ELB 8MORB
X MJ (25580)

3/8”NC X 1”
GR5 HEX
BOLT (89034)

TRACTOR
REMOTE

ROD END TILT
CYL-LEFT

BUTT END TILT
CYL-LEFT

ROD END TILT
CYL-RIGHT

BUTT END TILT
CYL-RIGHT

BUTT END
WING FOLD
CYL

ROD END WING
FOLD CYL

BUTT END
TONGUE
LATCH CYL

ROD END
TONGUE
LATCH CYL

THIS SIDE TO
FACE FRONT

SEAL KIT FOR CARTRIDGES
(351348) SK10-2N-M
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700198

HYDRAULICS-40 & 44 FT CENTER MAIN LIFT

HOSE 3/8 X 102 FF
(235388)

ELB 8MORB X 8MJ
(25580)

TEE 8MJ X 8MJ X
8MORB (56534)

4 -1/2 X 12 MASTER
CYLINDER MAIN LIFT
(241338)

TO BUTT END OF
4”X12” LIFT CYLINDER-
RH WING

TO BUTT END OF
4”X12” LIFT CYLINDER-
LH WING

HOSE 3/8 X 276 FF
(67576) 40FT
3/8 X 300 FF(240604)
44FT SEE PAGE 42

HOSE 3/8 X 276 FF
(67576) 40FT
3/8 X 300 FF (240604)
44FT SEE PAGE 41

HOSE 1/2 X 432 (238422)
CONNECTS TO UNION IN
BRACE TUBE-SEE PAGE 35

TURN HYDRAULIC FITTINGS INTO CYL-
INDERS BEFORE MOUNTING

THIS HOSE IS PLACED
INSIDE OF THE RECT
CROSS TUBE

ELB 8MJ X 8FJX
(25591)



31 FOLDING TOOLBAR ASSY/OPERATOR’S MANUAL 74283 9/12

4 -1/2 X 12 MASTER
CYLINDER MAIN LIFT
(241338) HOSE 3/8 X 360 FF

(240611) SEE
PAGE 35&37

HOSE 1/2 X 432 (238422)
CONNECTS TO UNION IN
BRACE TUBE-SEE PAGE 32

HYDRAULICS-60 & 66FT CENTER MAIN LIFT

700240

TURN HYDRAULIC FITTINGS INTO CYL-
INDERS BEFORE MOUNTING

TO BUTT END OF
4”X12” LIFT CYLINDER-
RH WING

4 -1/2 X 12 MASTER
CYLINDER MAIN LIFT
(241338)

HOSE 3/8 X 360 FF
(240611) SEE
PAGE 34&36

TO BUTT END OF
4”X12” LIFT CYLINDER-
LH WING

3 -1/2 X 12 CYLINDER
LIFT ASSIST (243810)

TEE 8MJ X 8MJ X
8MORB (56534)

ELB 8MORB X
8MJ (25580)

ELB 8MJ X
8FJX
(25591)

ADP 8MORB X
8FJX (24004)

HOSE 3/8 X 102 FF
(235388)

THIS HOSE IS PLACED
INSIDE OF THE RECT
CROSS TUBE

HOSE 3/8 X 210 (238204)
CONNECTS TO CROSS ON RH
WING-SEE PAGE 35&37

3 -1/2 X 12 CYLINDER
LIFT ASSIST (243810)

HOSE 3/8 X 30 FF
(13261) PLACE HOSE
ON TOP SIDE OF
CYLINDERS  2PL

HOSE 3/8 X 78 FF
(13268)

CROSS 8MJ X 8MJ X
8MJ X 8MJ (15910)
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700199A

HYDRAULICS-60 & 66FT TONGUE LATCH

QUICK DISCONNECT
COUPLER (247425)

ADP 8MJ X 8MORB
(24024)

UNION 8MJ X 8MJ
(13239)

2-1/2 X 5 HYD
CYLINDER
TONGUE
LATCH
(B112426)

HOSE CLAMP
(13215)

HOSE 3/8 X 252 FF
(233688) CONNECT
TO VALVE BLOCK-
SEE PAGE 33

HOSE 1/2 X 132 FF
(235237)

HOSE 1/2 X 432 FF
(238422) CONNECT
TO 4-1/2” MAIN
LIFT CYL-SEE
PAGE 31

HOSE 1/2 X 276 FF (241494)
CONNECT TO CROSS-SEE
PAGE 35&37

HOSE 3/8 X 460 FF
(237913) CONNECT
TO VALVE BLOCK-
SEE PAGE 33

THESE FOUR HOSES
RUN ON THE INSIDE
OF THIS TUBE

HOSE 3/8 X 89 FF
(56540)

ELB 8MORB X 8MJ
(25580)

HOSE 1/2 X 80 FF
(233250)

ADP 8MORB X
8MJ (24024)

5/16”NCX2”X2-
3/4” U-BOLT
(88498)

BALL VALVE
(222120)
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700206

HYDRAULICS-60 & 66FT CENTER

TEE 8MJ X 8MJ X
8MORB (56534)

5 X 30 HYD CYLINDER
MAIN WING FOLD
(241341)

HOSE 3/8 X 42
FF (14851)

HOSE 3/8 X 102
FF (235388)

HOSE 3/8 X 137FF(235386) 60FT
3/8 X 156FF(13484)66FTCONNECTS
TO ROD END TILT CYL-LEFT-SEE
PAGE 34&36

HOSE 3/8 X 89 FF
(56540)

HOSE 3/8 X 460 FF
(237913) CONNECTS
TO UNION IN BRACE
ARM-SEE PAGE 32

HOSE 3/8 X 252 FF
(233688) CONNECTS
TO BUTT END ON
TONGUE LATCH CYL-
SEE PAGE 32

ELB 8MORB X 8MJ
(25580)

HOSE 3/8 X 56 FF
(13265)

HOSE 3/8 X 252 FF
(233688) CONNECTS
TO ROD END ON
TONGUE LATCH CYL-
SEE PAGE 32

HOSE 3/8 X 132FF
(67634) 60FT
3/8 X 137 (235386) 66FT
CONNECTS TO BUTT
END TILT CYL-RIGHT-
SEE PAGE 35&37

HOSE 3/8 X 132FF
(67634) 60FT
3/8 X 137 (235386) 66FT
CONNECTS TO BUTT
END TILT CYL-LEFT-
SEE PAGE 34&36

HOSE 3/8 X 137FF(235386) 60FT
3/8 X 156FF(13484) 66FT CONNECTS
TO ROD END TILT CYL-RIGHT-SEE
PAGE 35&37
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700207

HYDRAULICS-60 &66FT LH WING 7SQ TUBE

4 X 12 SLAVE
CYLINDER WING
LIFT (241339)

TEE 8MJ X 8MJ X
8MORB (56534)

4 X 12 HYD CYLINDER
TOOLBAR TILT
(241457)

ELB 8MORB X
8MJ (25580)

HOSE 3/8 X 83 FF
(25604) 60FT
3/8 X 102 FF
(235388) 66FT

HOSE 3/8 X 360
FF (240611)
CONNECT TO LH
MAIN LIFT CYL-
ROD END-SEE
PAGE 31

HOSE 3/8 X 132
FF (67634)

HOSE 3/8 X 137FF
(235386) 60FT
3/8 X 156 FF (13484)
66FT CONNECT TO
VALVE BLOCK-SEE
PAGE 33

HOSE 3/8 X 132 FF
(67634) 60FT
3/8 X 137 (235386)
66FT CONNECT TO
VALVE BLOCK-SEE
PAGE 33

HOSE 3/8 X 24
FF (13423) 66FT
UNITS ONLY

UNION 8MJ X 8MJ
(13239)

HOSE 3/8 X 460
FF (237913)
CONNECT TO
CROSS ON RH
WING-SEE
PAGE 35

700241

PLACE HYDRAULIC
HOSE CLAMP 4
LOCATIONS AS
SHOWN (U-BOLT
89277)(CLAMP PLATE
241459)

HOSE 3/8 X 156
FF (13484)

HOSE 3/8 X 102 FF
(235388) 60FT
3/8 X 132 FF(67634)
66FT

HOSE 3/8 X 120 FF
(13483) 60FT
3/8 X 156 FF(13484)
66FT
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700208

HYDRAULICS-60 & 66FT RH WING 7SQ TUBE

TEE 8MJ X 8MJ X
8MORB (56534)

ELB 8MORB X 8MJ
(25580)

4 X 12 HYD
CYLINDER
TOOLBAR TILT
(241457)

HOSE 3/8 X 168FF
(59909) 60FT
3/8 X 194FF
(234947) 66FT

HOSE 3/8 X 132
FF (67634) 60FT
3/8 X 137
(235386) 66FT
CONNECT TO
VALVE BLOCK-
SEE PAGE 33

4 X 12 SLAVE
CYLINDER WING
LIFT (241339)

HOSE 3/8 X 360 FF
(240611) CONNECT
TO RH MAIN LIFT
CYL-ROD END-SEE
PAGE 31

HOSE 1/2 X 276
FF (241494)
FROM BALL
VALVE-SEE
PAGE 32

HOSE 3/8 X 460 FF
(237913) CONNECT
TO VALVE BLOCK-
SEE PAGE 33

HOSE 1/2 X 432 FF
(238422) CONNECT
TO RH 4-1/2” MAIN
LIFT CYL-BUTT
END-SEE PAGE 31

HOSE 3/8 X 460 FF
(237913) CONNECT
TO UNION-SEE
PAGE 34

UNION 8MJ X 8MJ
(13239)

700241

HOSE 3/8 X 137FF
(235386) 60FT
3/8 X 156 FF (13484)
66FT CONNECT TO
VALVE BLOCK-SEE
PAGE 33

HOSE 3/8 X 156
FF (13484)

HOSE 3/8 X 120 FF
(13483) 60FT
3/8 X 156 FF(13484)
66FT

PLACE HYDRAULIC
HOSE CLAMP 5 LOCA-
TIONS AS SHOWN (U-
BOLT 89277)(CLAMP
PLATE 241459)

HOSE 3/8 X 24 FF
(13423) 66FT
UNITS ONLY

CROSS 8MJ X 8MJ X
8MJ X 8MJ (15910)ELB 8MJ X 8FJX

(25591)

HOSE 3/8 X 210 FF
(238204) CONNECTS TO
TEE ON SMALL RH MAIN
LIFT CYL-SEE PAGE 31

HOSE 3/8 X 102 FF
(235388) 60FT
3/8 X 132 FF(67634)
66FT

HOSE 3/8 X
132 FF (67634)
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700956

HYDRAULICS-60FT LH WING 10SQ TUBE

4 X 12 SLAVE
CYLINDER WING
LIFT (241339)

TEE 8MJ X 8MJ X
8MORB (56534)

4 X 14 HYD CYLINDER
TOOLBAR TILT
(247349)

ELB 8MORB X
8MJ (25580)

HOSE 3/8 X 83 FF
(25604)

HOSE 3/8 X 360
FF (240611)
CONNECT TO LH
MAIN LIFT CYL-
ROD END-SEE
PAGE 31

HOSE 3/8 X 132
FF (67634)

HOSE 3/8 X 137FF
(235386) CONNECT TO
VALVE BLOCK-SEE
PAGE 33

HOSE 3/8 X 132 FF
(67634) CONNECT
TO VALVE BLOCK-
SEE PAGE 33

UNION 8MJ X 8MJ
(13239)

HOSE 3/8 X 460
FF (237913)
CONNECT TO
CROSS ON RH
WING-SEE
PAGE 37

HOSE 3/8 X 156
FF (13484)

HOSE 3/8 X 72 FF
(67636)

HOSE 3/8 X 89 FF
(56540)

TEE 8MJ X 8MJ X
8MJ (13238)

ADP 8MORB X
8FJX (24004)

HOSE 3/8 X 18 FF
(14850)

HOSE 3/8 X 30 FF
(13261)
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700957

HYDRAULICS-60FT RH WING 10SQ TUBE

TEE 8MJ X 8MJ X
8MORB (56534)

ELB 8MORB X 8MJ
(25580)

4 X 14 HYD
CYLINDER
TOOLBAR TILT
(247349)

HOSE 3/8 X 168FF
(59909)

HOSE 3/8 X 132 FF
(67634) CONNECT
TO VALVE BLOCK-
SEE PAGE 33

4 X 12 SLAVE
CYLINDER WING
LIFT (241339)

HOSE 3/8 X 360 FF
(240611) CONNECT
TO RH MAIN LIFT
CYL-ROD END-SEE
PAGE 31

HOSE 1/2 X 276
FF (241494)
FROM BALL
VALVE-SEE
PAGE 32

HOSE 3/8 X 460 FF
(237913) CONNECT
TO VALVE BLOCK-
SEE PAGE 33

HOSE 1/2 X 432 FF
(238422) CONNECT
TO RH 4-1/2” MAIN
LIFT CYL-BUTT
END-SEE PAGE 31

HOSE 3/8 X 460 FF
(237913) CONNECT
TO UNION-SEE
PAGE 36

HOSE 3/8 X 137FF
(235386) CONNECT
TO VALVE BLOCK-
SEE PAGE 33

CROSS 8MJ X 8MJ X
8MJ X 8MJ (15910)

ELB 8MJ X 8FJX
(25591)

HOSE 3/8 X 210 FF
(238204) CONNECTS TO
TEE ON SMALL RH MAIN
LIFT CYL-SEE PAGE 31

HOSE 3/8 X
132 FF (67634)HOSE 3/8 X 72 FF

(67636)

HOSE 3/8 X 89 FF
(56540)

TEE 8MJ X 8MJ X
8MJ (13238)

ADP 8MORB X
8FJX (24004)

HOSE 3/8 X 156
FF (13484)

HOSE 3/8 X 18 FF
(14850)

HOSE 3/8 X 30 FF
(13261)
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HOSE CLAMP ASSEMBLY

BASE PLATE
(15543)

3/8 NUT
(88103)

3/8x137
FF HOSE
(235386)

3/8 LK WSHR
(88362)

TUBE CLAMP
(13215)

3/8x1-1/2 CRG BLT
(89375)  SINGLE STACK

3/8x2-1/2 CRG BLT
(89473)  DOUBLE STACK

3/8x3-1/2 CRG BLT
(89475)  TRIPPLE STACK

3/8 NUT
(88103)

700737
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HYDRAULICS-40 & 44FT TONGUE LATCH

700199

QUICK DISCON-
NECT COUPLER
(247425)

ADP 8MJ X 8MORB
(24024)

UNION 8MJ X 8MJ
(13239)

2-1/2 X 5 HYD
CYLINDER
TONGUE LATCH
(B112426)

HOSE CLAMP
(13215)

HOSE 3/8 X 210 FF
(238204) CONNECT
TO VALVE BLOCK-
SEE PAGE 40

HOSE 1/2 X 432 FF
(238422) CONNECT
TO 4-1/2” MAIN
LIFT CYL-SEE
PAGE 30

HOSE 1/2 X 234 FF
(237264) CONNECT TO
TEE-SEE PAGE 42

HOSE 3/8 X 460 FF
(237913) CONNECT
TO VALVE BLOCK-
SEE PAGE 40

THESE FOUR HOSES
RUN ON THE INSIDE
OF THIS TUBE

HOSE 1/2 X 80
FF (233250)

HOSE 1/2 X 36
FF (240261)

ADP 8MORB X
8MJ (24024)

5/16”NCX2”X2-
3/4” U-BOLT
(88498)

BALL VALVE
(222120)

ELB 8MORB X 8MJ
(25580)
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700206

HYDRAULICS-40 &44FT CENTER

TEE 8MJ X 8MJ X
8MORB (56534)

5 X 30 HYD CYLINDER
MAIN WING FOLD
(241341)

HOSE 3/8 X 42
FF (14851)

HOSE 3/8 X 102
FF (235388)

HOSE 3/8 X 89 FF
(56540)

HOSE 3/8 X 460 FF
(237913) CONNECTS
TO TRACTOR REMOTE-
SEE PAGE 39

HOSE 3/8 X 210 FF
(238204) CONNECTS
TO BUTT END ON
TONGUE LATCH CYL-
SEE PAGE 39

ELB 8MORB X 8MJ
(25580)

HOSE 3/8 X 56 FF
(13265)

HOSE 3/8 X 210 FF
(238204) CONNECTS
TO ROD END ON
TONGUE LATCH CYL-
SEE PAGE 39

HOSE 3/8 X 132FF
(67634) 40FT
3/8 X 120 FF (13483)
44FT CONNECTS TO
BUTT END TILT CYL-
RIGHT-SEE PAGE 42

HOSE 3/8 X 137FF
(235386) 40FT
3/8 X 132 FF(67634)
44FT CONNECTS TO
ROD END TILT CYL-
RIGHT-SEE PAGE 42

HOSE 3/8 X 132FF
(67634) 40FT
3/8 X 120 FF (13483)
44FT CONNECTS TO
BUTT END TILT CYL-
LEFT-SEE PAGE 41

HOSE 3/8 X 137FF
(235386) 40FT
3/8 X 132 FF(67634)
44FT CONNECTS TO
ROD END TILT CYL-
LEFT-SEE PAGE 41
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HYDRAULICS-40 &44FT LH WING

700209

4 X 12 SLAVE
CYLINDER WING
LIFT (241339)

TEE 8MJ X 8MJ X
8MORB (56534)

4 X 12 HYD CYLINDER
TOOLBAR TILT
(241457)

ELB 8MORB X
8MJ (25580)

HOSE 3/8 X 276 FF
(67576) 40FT
3/8 X 300 FF (240604)
44FT CONNECT TO LH
MAIN LIFT CYL-ROD
END-SEE PAGE 30

HOSE 3/8 X 120
FF (13483) 40FT
3/8 X 137 FF
(235386) 44FT

HOSE 3/8 X 137 FF
(235386) 40FT
3/8 X 132 FF (67634)
44FT CONNECT TO
VALVE BLOCK-SEE
PAGE 40

HOSE 3/8 X 132 FF
(67634) 40FT
3/8 X 120 (13483)
44FT CONNECT TO
VALVE BLOCK-SEE
PAGE 40

HOSE 3/8 X 102 FF
(235388) 40FT
3/8 X 120 FF
(13483) 44FT

HOSE 3/8 X 420 FF
(238618) 40FT
3/8 X 460 FF (237913)
44FT CONNECT TO
TEE ON RH WING-SEE
PAGE 42

700241

PLACE HYDRAULIC HOSE
CLAMP 2 LOCATIONS AS
SHOWN (U-BOLT
89277)(CLAMP PLATE
241459)
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HYDRAULICS-40 & 44FT RH WING

700210

TEE 8MJ X 8MJ X
8MORB (56534)

ELB 8MORB X 8MJ
(25580)

4 X 12 HYD
CYLINDER
TOOLBAR TILT
(241457)

HOSE 3/8 X 120FF
(13483) 40FT
3/8 X 132FF
(67634) 44FT

HOSE 3/8 X 137
FF (235386) 40FT
3/8 X 132 (67634)
44FT
 CONNECT TO
VALVE BLOCK-
SEE PAGE 40

HOSE 3/8 X 132
FF (67634) 40FT
3/8 X 120
(13483) 44FT
CONNECT TO
VALVE BLOCK-
SEE PAGE 40

4 X 12 SLAVE
CYLINDER WING
LIFT (241339)

TEE 8MJ X 8MJ X
8MJ (13238)

HOSE 3/8 X 276 FF
(67576) 40FT
3/8 X 300 FF (240604)
44FT CONNECT TO RH
MAIN LIFT CYL-ROD
END-SEE PAGE 30

HOSE 1/2 X 234
FF (237264)
CONNECT TO
BALL VALVE-
SEE PAGE 39

HOSE 3/8 X 460 FF
(237913) CONNECT
TO VALVE BLOCK-
SEE PAGE 40

HOSE 1/2 X 432 FF
(238422) CONNECT
TO 4-1/2” RH MAIN
LIFT CYL-SEE
PAGE 30

HOSE 3/8 X 420 FF
(238618) 40FT
3/8 X 460 FF (237913)
44FT CONNECT TO
ROD END WING LIFT
CYL-SEE PAGE 41

HOSE 3/8 X 120
FF (13483) 40FT
3/8 X 137 FF
(235386) 44FT

HOSE 3/8 X 102 FF
(235388) 40FT
3/8 X 120 FF
(13483) 44FT

700241

PLACE HYDRAULIC HOSE
CLAMP 2 LOCATIONS AS
SHOWN (U-BOLT
89277)(CLAMP PLATE
241459)
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Initial Assembly and Charging of Lift Systems

All WIL-RICH lift systems should be assembled as noted in the appropriate assembly manual.
For best functional results the following steps should be followed.

1) Position the main lift cylinders in the locations and connect the hydraulic circuitry as shown.
Attach the base end of all cylinders but do not connect the rod ends.

2) Most fittings, except the connection tips at the tractor end and some valves, are JIC or O-
ring type fitting. JIC and O-ring fitting do not require any type of thread compound to seal
properly. NOTE: Take care to keep all connections, fitting, hose, etc as clean as
possible.

3) Where pipe threads are used a thread-sealing compound should be used. NOTE: Do
not use Teflon type tape on any hydraulic circuitry; use an appropriate liquid
compound. If any tape or contaminate enters the system if can clog the bypass
hole.

4) With all connections secured and the cylinders supported to allow rod extension apply
pressure to the system.

The main or base cylinder should extend as oil flows into the base of the cylinder. Because
there is air in the remaining cylinders and in the connecting hoses the outer cylinders may
extend quickly. Just because the cylinders are extended does not mean the system has been
purged. Continue to direct oil into the system until all cylinders have extended fully. NOTE:
the cylinders will only bypass when the cylinders are fully extended.

Keep in mind that all the oil going to the outer cylinders must be bypassed through the base
cylinder bypass hole and subsequent cylinders. This will take some time, in some cases a
considerable amount of time. On large unit with multiple wings and lift cylinders it will take
longer to charge the system and a large amount of oil will be required. Check that your tractor
has sufficient oil capacity; you may need to add oil to your reservoir. Also, because of the of
the need to force all the oil though the by-pass holes you will need to have a system pressure
of 2500-3000 psi.

Once all cylinders on the unit have been fully extended, retract the cylinders and again extend
fully. Hold the cylinders in the extended (bypass) position for a few minutes, retract the cylinders
and observe that the cylinders are working in sequence. Raise and lower the unit and check to
ensure the unit is moving in a level manner.

If the cylinders have been properly bypassed, all cylinders and hoses should be filled with oil with
no air in the system. In actuality there will still be some air in the system as it is unlikely all air has
been purged from the system. Even with some air in the system the cylinders should move in
sequence and lift and control the depth of the unit. If the cylinders don’t seem to be bypassing it
may indicate that some debris has blocked the bypass hole. Because the hole may be blocked
it is critical to maintain clean oil. Protect the complete hydraulic system at all connection points.
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ELECTRICAL COMPONENTS 40, 44, 60 &66FT

CONTROL BOX W/8FT
CABLE (241441)

CONTROL CABLE
50FT (241440)

CONNECTOR ASSEMBLY
2-COIL (241438)

CONNECTOR ASSEMBLY
4-COIL (241372)

CONNECT TO BATTERY
BLACK = (-)
   RED = (+)

CONNECTS TO WING
FOLD COILS

700188

Mount control box in tractor cab.

ROUTE CONTROL CABLE THROUGH THE
RIGHT HAND BRACE ARM WITH THE HY-
DRAULIC HOSES.

CONNECTS TO TILT CYL
LEFT COILS(RED &
BLACK)

CONNECTS TO TILT CYL
RIGHT COILS(WHITE &
BLACK)

10FT EXTENSION
CABLE (245271)
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75BU/750GAL TANK & CRADLE

700234

1/2” HEX NUT
(88104)

1/2” LOCK
WASHER
(88303)

1/2”NC X 1-1/2”
GR5 CRG BOLT
(88873)

75BU/750GAL POLY
TANK(243185)

CENTER TUBE
(243191)

OUTER TUBE-RH
(243195)

RECT TUBE-SIDE
SUPPORT(243196)

TANK CRADLE
(243199)

OUTER TUBE-LH
(243886)

FORMED CHANNEL
(243889)

1/2”NC X 1-3/4”
GR5 HEX BOLT
(88517)

1/2”NC X 5-1/2”
GR5 HEX BOLT
(88574)

1/2”NC X 3-1/2”
GR5 HEX BOLT
(88507)

1/2”NC X 3-1/2”
GR5 HEX BOLT
(88507)
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700235

700235A

PLATFORM 60FT BAR

SQ TUBE-VERT
END(243524)

SQ TUBE-HORIZ
END(243525)

3/8”NC X 3-1/2”
GR5 HEX BOLT
(88412)

3/8”NC X 2-1/2”
GR5 HEX BOLT
(89012)

FORMED ANGLE
WELD (246201)

PLATFORM
WELD(243514)

1/2”NC X 2-1/2”
GR5 HEX BOLT
(88410)

TANK & CRADLE
ASSEMBLY
(243508)

SQ TUBE-HAND
RAIL(244131)

1/2” HEX NUT
(88104)

1/2” LOCK
WASHER
(88303)

3/8” HEX NUT
(88103)

3/8” LOCK
WASHER
(88362)

STUB WELD
(246199)

PLATE-PLATFORM
SUPPORT (243520)

1/2”NC X 1-3/4”
GR5 HEX BOLT
(88517) 3/8”NC X 1-1/4”

GR5 HEX BOLT
(88555)

POSITION TANKS WITH TANK MARKINGS
(BU/GAL) FACING FORWARD. ALL PLAT-
FORMS ARE ASSEMBLED ON THE BACK
SIDE(REAR) OF THE TANKS.
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700236

LADDER RAIL
(243515)

STEP LADDER
(58144)

1/2” HEX NUT
(88104)

1/2” LOCK
WASHER
(88303)

SPRING
(15940)

3/8”NC X 2-1/2”
GR5 HEX BOLT
(89012)

1/2”NC X 8”
GR5 HEX BOLT
(88677)

FORMED ANGLE-LH
LADDER MNT(244132)

FORMED ANGLE-RH
LADDER
MNT(244133)1/2” FLAT

WASHER
(88347)

3/8”NC X 1-1/4”
GR5 HEX BOLT
(88555)

MOUNT PLATE
(243538)

BENT HITCH
PIN
(51505)

BUSHING
(51657)

3/16” X 1-1/8”
ROLL PIN
(88856)

5/8”NC X 1-3/4”
GR5 HEX BOLT
(88838)

MOUNTING PLATE-
LOAD CELL
(247366)

3/4”NC X 3-1/2”
GR5 HEX BOLT
(88111)

5/8” NC LK NUT
(88369)

3/4” NC LK NUT
(88356)

BLANK SHAFT-
LOAD CELL(248033)

LADDER & CRADLE MOUNT
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700236A

60FT TANK & PLATFORM

DO NOT TRANSPORT WITH TANKS FILLED - TANKS
MUST BE EMPTY DURING TRANPORT

POSITION TANKS WITH TANK MARKINGS
(BU/GAL) FACING FORWARD

MAXIMUM TRANSPORT
SPEED 15MPH

MAXIMUM TRANSPORT
SPEED 15MPH
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700237

40FT TANK & PLATFORM

3/8”NC X 2-1/2”
GR5 HEX BOLT
(89012)

3/8”NC X 3-1/2”
GR5 HEX BOLT
(88412)

FRONT RAIL
(243577)

DO NOT TRANSPORT WITH TANKS FILLED - TANKS
MUST BE EMPTY DURING TRANPORT

POSITION TANKS WITH TANK MARKINGS
(BU/GAL) FACING FORWARD

MAXIMUM TRANSPORT
SPEED 15MPH
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REAR HITCH (OPTIONAL)

3/4” NC
HEX NUT
(88110)3/4” LOCK

WASHER
(88130)

5/8”NC X 2”
GR5 HEX
BOLT (88294)

5/8”NCX7”X8-1/2”
U-BOLT (89351)

BRACE  ARM
(243106)
LONG (350478)

5/8” LOCK
WASHER
(88129)

5/8” NC
HEX NUT
(88126)

REAR HITCH
30” SPACING(242190)
22” SPACING(244173)
30” SPACING LONG(350476)

700205

7/8”NC X 10”
GR5 HEX
BOLT (88843)

7/8” LOCK
WASHER
(88341)

7/8” NC
HEX NUT
(88371)

3/4”NC X 6”
GR5 HEX
BOLT (88293)

BACK PLATE
(244159)

HINGED
TONGUE ASSY
(18443)

REAR HITCH
MOUNT
(244156)

SPRING
(15940)

HITCH PIN
1” DIA X 2-27/32”
(58284)COTTER PIN

1/4”DIA X 2-1/2”
(88101)
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LEVELING

The center section is set  to run 1” higher than
the wings as shown. The center section car-
ries more weight than the wings. When oper-
ating in the field the center section and the
wings should all run level. If you are operating
in soft ground the center section can be set to
run higher by adding (4) 3/4” x 2-1/2” grade 5
hex bolts in the link arms as shown on page
52. Flat washers can be added to raise the
bolts higher or lower as desired. Make sure to
add this hardware to both sides to prevent any
twisting on the lift arms.

When the toolbar is set level-stop collars can
be added to main lift cylinders and to the wing
lift cylinders to set the toolbar height to the de-
sired level (see page52).
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LEVELING

700187

STOP PACKAGE
1-3/4” DIA (63834)

 4-1/2” X 12”
MAIN LIFT
CYLINDER
(241338)

3/4”NC X 2-1/2”GR5
HEX BOLT (88404)

3/4” NC
HEX NUT
(88110)

3/4” LOCK
WASHER
(88130)

3/4” FLAT
WASHER
(88131)

CYLINDER LINK-
ADJUSTABLE
(241433)

LOWER LIFT ARM
(241170)

STORAGE-CYLINDER
STOPS



53 FOLDING TOOLBAR ASSY/OPERATOR’S MANUAL 74283 9/12

FOLDING SEQUENCE
STEP 1

700189

TONGUE LATCH
TRANSPORT POSITION

40FT BAR TRANSPORT
POSITION

60FT BAR TRANSPORT
POSITION

700231A

T
E

LE
S

C
O

P
E

DETACH TRACTOR IN THE
TRANSPORT POSITION
ONLY
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FOLDING SEQUENCE
STEP 2

700189

TRANSPORT PAD

WING BRACE
HOOK

WING BRACE
TUBE

TONGUE LATCH
FIELD POSITION

Starting with the toolbar in the folded position
as shown on page 53. Using the tractor hydrau-
lics-raise the toolbar to the highest position.
The wing tubes will lift off of the transport pads
and the wing brace tube. The main lift hydrau-
lic cylinders located on the center section and
the wing wheel hydraulic cylinders are se-
quenced cylinders. In the raised position the
main lift cylinders and the wing wheel cylinders
will be completely extended. Next using the
control box-move the first switch to the fold
position-see page 44. Using the appropriate
hydraulic lever-unfold the wings until fold cylin-
ders are fully extended. Continued on page 55.
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FOLDING SEQUENCE

STEP 3

700190

Next on the control box-move switch to tilt po-
sition-this will provide power to the second
switch. Move the second switch to left tilt posi-
tion to rotate the left hand wing toolbar down
90° as shown on bottom of page 54 (field po-
sition). Move the second switch to tilt right to
rotate the right hand toolbar down 90° (field
position). When the toolbar is not being
folded make sure both switches are in the
center position-any switches left on will
continue to draw current. Reverse this se-
quence to fold toolbar for transport. When
toolbar is folded make sure wings are hooked
over the wing brace tube as shown above. Also
wing wheel cylinders should be fully retracted
for ground clearance during transport. Rear
wings and center section will rest on transport
pads during transport.

You may have to move the tractor backwards
slowly to help unfold the wings. After the wing
fold cylinders have fully extended continue to
hold the hydraulic lever to unfold-this will acti-
vate the tongue latch cylinder to extend as
shown on bottom of page 54. This will hold the
tongue in place as you move through the field.

WING TOOLBARS MUST BE
TILTED UP 90° BEFORE FOLDING
WINGS FORWARD

DETACH TRACTOR IN THE
TRANSPORT POSITION
ONLY
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TRANSPORT PINS

700238

CLICK PIN 1/4” X
1-1/4” (23013)

1/4” X 2-1/4”
ROLL PIN
(42484)

1-1/8” DIA X 8” TRANSPORT
PIN(243811)

TRANSPORT PINS SHOULD BE PUT IN
PLACE BEFORE TRANSPORTING
TOOLBAR AND BEFORE STORING
TWO PINS ON THE LEFTHAND WING
TWO PINS ON THE RIGHTHAND WING

MAXIMUM TRANSPORT
SPEED 15MPH
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ASSEMBLY INFORMATION
24 ROW 30” SPACING 60FT

700228
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ASSEMBLY INFORMATION
36 ROW 22” SPACING 66FT

700230
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ASSEMBLY INFORMATION

36 ROW 20” SPACING 60FT

700229



FOLDING TOOLBAR ASSY/OPERATOR’S MANUAL 74283 9/12 60

ASSEMBLY INFORMATION

16 ROW 30” SPACING 40FT

700231
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ASSEMBLY INFORMATION

24 ROW 20” SPACING 40FT

700232
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ASSEMBLY INFORMATION
24 ROW 22” SPACING 44FT

700233
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ASSEMBLY INFORMATION

24 ROW 30” SPACING 60FT
10” SQ TUBE WITH 4
HYDRAULIC TILT CYLINDERS
ON EACH WING

700955
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LIGHT PLACEMENT

AMBER LIGHT
(223143)

12” X 36” LIGHT ARM
(235460)

LONG BASE PIVOT
(223131)

LIGHT BRACKET
(223126)

RED LIGHT
 (223144)

12” X 12” LIGHT ARM
(223140)
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LIGHTS

1/4NCx1 BOLT AMBER OR RED LIGHT

RED DECAL

RED/ORANGE FLUORESCENT
DECAL

12” x 12” LIGHT ARM (223140)
12” x 36” OFFSET LIGHT ARM
(235460)

AG LIGHT KIT
AG LIGHT MODULE
WISHBONE 4 LEAD
35' HARNESS

4" SQUARE TIE
LOOP

3/8NCx7x8-1/4 U-BOLT
(89277)

SHORT BASE PIVOT

3/8NCx3/4 SQ HEAD SET SCREW

3/8NC NUT

3/8NC NUT

3/8NCx3/4 SQ HEAD
SET SCREW

YELLOW DECAL

LIGHT/REFLECTOR
BRACKET
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