
HYD WEIGHT BALANCE KIT

700740

BREATHER
(247435)

RELIEF
VALVE

(247423)

ADP 8MORB X
8FJX (24004)

TEE 8MJ X
8MJ X 8MJ

(13238)

EXISTING HOSE

ELB 8MJ
X 8FJX
(25591)

EXISTING BOLT

CYLINDER
2-1/2 X 8
(223324)

TEE 8MJ X 8MJ X
8MORB
(56534)

 3/8 X 50
FF HOSE
(56539)

TEE 8MJ X
8MJ X 8FJX

(69080)
ANCHOR

LH (247418)
ANCHOR

RH (247417)

BOLT 5/8 X 5
(88395)

BOLT 1 X 6
(88264)

PLATE
(247421)

FLAT WASHER
(88196)

1" LK NUT
(88348)

ELB 8MORB
X 8MJ
(25580)

 3/8 X 24
FF HOSE
(13423)

 3/8 X 72
FF HOSE
(67636)
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BREATHER
(247435)

Operation:  When the wings are folded the 2-1/2
x 8 cylinders will retract.  This will bring weight
forward on to the front caster wheels, providing

stability during transport.  When the unit is
unfolded the pressure is relieved from the 2-1/2 x

8 cylinder allowing the hitch to float for field
duties.  The relief valve provides protection from
extreme loads.  The releif valve may drip oil in

extreme cases.


